
Air Seal Debarking Rotor
With Remote Control For Tool Pressure

R E T R O - F I T  P R O D U C T S

VALON KONE OY

Valon Kone’s air seal rotor is a leading solution in the 
industry for high-speed debarking. The rotor is 
available in five sizes as a retro-fit product to replace 
the original hydraulic rotor in the VK550 and VK820 
series’ debarkers. Hundreds of satisfied VK customers 
worldwide have proven the efficiency, reliability, 
and advantages of the rotor.



Rotor diameter 44 cm (17”) 56 cm (22”) 68 cm (27”) 81 cm (32”) 92 cm (36”)

Fits the debarker frame 550/5000 550/5000 
820/8000

550/5000 
820/8000

820/8000 820/8000

Per each debarking tool arm tool bag pneumatic 
cylinder

pneumatic 
cylinder

pneumatic 
cylinder

pneumatic 
cylinder

Width of the tool tip 3” ja 3,5” 3”, 3,5” ja 4” 3”, 3,5” ja 4” 3”, 3,5” ja 4” 3”, 3,5” ja 4”

Need for compressed air, l/log max. 80 max. 55 max. 80 max. 80 max. 94

Electric motor 75 kW 75 kW 90 kW 90 kW 90 kW

Weight 5,800 kg 7,100/7,900 kg 8,100/8,100 kg 9,000 kg 9,600 kg
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When inquiring about the rotor, please inform us of the machine model/type, 
serial number, and manufacturing year. This will help us serve you better.

For example: VK550, 123/1995
The machine’s type number can also be in the format 550-480-6-450-RHP.

•	 Tool pressure achieved from compressed 

	 pressure outside

•	 Tool pressure selected from control panel or based 
on log size

•	 Two-stage tool pressure; higher working pressure 
begins once tools have climbed on the log

•	 Automatic tool opening when feeding stops

•	 Rotor can be driven out to service position  
(pull-out system) when a service platform opens 
inside machine

•	 Lubrication oil from rotor bearing and air seal can 
be collected and reused

•	 Double row rotor bearing, fabricated pneumatic 
cylinders, tool shafts, bearings, and welded tool 
arms are more robust and durable than previous 
designs

Features Benefits

•	 Minimized need for maintenance and costs

•	 Minor rotor jams during seasons when bark gets 
loosened 

•   No need for special cutting tools => Purchasing 
spare parts easier

•	 Two-stage tool pressure enables high-speed 
debarking

•	 No need to stop debarker during tool pressure 
adjustment making machine operation easier and 
improves debarking quality

•	 A log can be stopped inside machine during 
operation => Feeding of logs to the sawmill/
cutting/log sorting line simplified

•	 A wide tool tip enables high-speed debarking 
with one debarking rotor

•	 Improved working safety


