
Centering Infeed Conveyor
For accurate log positioning

Valon Kone’s centering infeed conveyor is a robust 
and reliable solution for high-speed debarking. It 
is designed for use with debarkers equipped with 
a stationary (fixed) debarking rotor. The conveyor 
ensures accurate log positioning in the debarker 
feeding line and provides a firm grip on the log as 
it enters the debarking rotor.

The VK infeed conveyor is available in five sizes and 
can be installed as a retrofit to replace the original 
conveyor. Hundreds of satisfied VK customers 
worldwide have demonstrated the efficiency, 
reliability, and benefits of the VK conveyor.
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•	 Robust, simple design with upgraded critical 
components

•	 Hydraulic pressure system for the conveyor and 
pressure roll/flap

•	 Pre-opening function for the pressure roll/flap

•	 Robust V-flight chain that pushes the log forward 
into the debarker

•	 Automatic grease lubrication system as standard 
for components requiring continuous lubrication

•	 Guard doors on both sides of the conveyor

•	 The log diameter data is obtained from a light 
curtain integrated into the conveyor

•	 Accurate vertical and horizontal log centering 
(X–Y centering) prevents log-end damage

•	 Improved feeding of small, curved, and low-
grade logs ensures optimal debarking quality 
with minimal fiber loss

•	 Stabilizes the log before it enters the debarker 
during high-speed feeding and/or gapless 
operation

•	 Enables separation of double-fed logs

•	 Simple operating principle ensures steady 
production

•	 Enhanced safety

Features Benefits

Technical Data
Infeed conveyor model VK42 VK50 VK52 VK72 VK92

Log diameter, mm (in) 60 - 580 (2’’ - 22’’) 60 - 580 (2’’ - 22’’)

Length of infeed conveyor, mm (ft-in) 3 350 (10’ 11’’) 3 525 (11’ 7’’) 4 460 (14’ 6’’) 4 800 (15’ 9’’) 5 112 (16’ 9’’)

Height of infeed line, mm (in) 800 (31’’) 1240 (49’’) 1 535 (60’’)

Weight, kg (lbs) 3 500 (7 700) 6 700 (14 800) 6 900 (15 200) 9 800 (21 600) 11 500 (25 400)

Drive, kw (HP) 11 (15) 22 (30) 22 (30) 22 (30) 22 (30)
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985 (39’’) 985 (39’’)

60 - 620 (2’’ - 24’’) 80 - 800 (3’’ - 31’’) 100 - 930 (4’’ - 36’’)


